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 Sport Surfaces

Technical Department


Advance Floor Maintenance Procedure

Note:
The following procedure is to be used for initial and periodic cleaning of Mondo commercial flooring(s).

1- Mondo commercial floorings require periodic maintenance, the frequency of which will depend on the volume of foot traffic.

2- Adoption of a regular program, following the procedures outlined below, will ensure a more than adequate level of appearance while obtaining the maximum performance of the flooring.

3- It is recommended that once the floor is installed, the finished floor should be vacuumed or swept clean of all debris and the initial wash should be done approximately 48 hours after completion of the installation.

4- To avoid possible damage to the flooring, precautions should be taken in order to ensure that ONLY PRODUCTS THAT MEET THE FOLLOWING CRITERIA ARE used to maintain it:
1. PH NEUTRAL DETERGENTS (btwn 7-9).

2. SOLUTIONS THAT ARE SOLVENT-FREE.

3. SOLUTIONS THAT ARE PHOSPHATE-FREE.
5- The frequency that one must clean the flooring will depend on the intensity of foot traffic, the type of installation involved and the size of the area covered.

6- The use of a detergent or cleaner will be necessary to maintain the floor.  Note:  This detergent must be a mild phosphate-free and solvent-free product with a neutral pH, Mondo recommends the use of Taski Profi or Johnson J-Shop Low Foam by Diversey Lever. The procedure and equipment to be used is as follows :

A- Prior to washing, all debris and loose dirt should be removed from the floor by means of a thorough sweeping, dust mopping or vacuuming.

B- Apply one of the above recommended detergents diluted in warm water (by mop and bucket or an auto scrubber with the vacuum disengaged) at a mix ratio recommended by the manufacturer (if the floor is very dirty then the mix ratio should be increased).  Apply enough solution to ensure that the floor is kept wet at all times.

C- Allow the solution to stand for approximately 10-15 minutes prior to scrubbing.

D- The use of an auto-scrubber or low speed buffing machine (300 rpm max.) equipped with a red, green, purple or microfibre scrubbing pad (pad selection will be determined by the severity of dirt accumulation) DO NOT USE BROWN OR BLACK PADS.  Scrub the area thoroughly in multiple directions.  Do not use the vacuum immediately.

E- After a thorough scrubbing, vacuum up the solution using a wet-vac or auto scrubber equipped with a vacuum.

F- Rinse the floor thoroughly with clean fresh water.  Repeat rinsing as required to remove all residues.

Note:  The appearance of a white film following washing and rinsing is an indication that the rinsing procedure was not adequate, in such cases, repeat the rinsing procedure until the residue has been removed.

INTERMITENT MAINTENANCE:

Approximately once every 2-3 years the sport surface should be cleaned following the above procedure but using a more aggressive detergent (Taski Linostrip or Johnson Linosafe are the recommended products). This will serve to remove excess build-up of paraffin (waxes) on the surface of the material.

Additional Information:

Mondo recommends the following auto scrubbing machines (or other manufacturer’s equivalent machines) for maintaining your Mondo Sport flooring surface:


1. Area 2000-5500 sqft we would recommend the Taski Swingo 750 

2. Area 5500-9000 sqft we would recommend Taski Swingo 1250 

3. Area 8000- 16000 we would recommend the Taski Combimat 1600 or 1800 

4. Larger facilities 15000-100,000 sqft we would recommend a riding scrubber, Taski Combimat 2500 or 3500
For any assistance, please contact:

Taski: 


1-800-827-5487

Johnson Diversey:
1-888-746-5971

Mondo Technical Department

2655 Francis Hughes, Laval (Quebec)

Canada  H7L 3S8

E-mail :  technical@mondousa.com
Canada

1-800-663-8138

USA

1-800-361-3747
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SPORT SURFACE MAINTENANCE

1. Prior to washing, vacuum or sweep all debris and loose dirt from the floor. 

2. Dilute the detergent in warm water at a ratio recommended by the manufacturer.
3. Apply the solution on the floor liberally enough so that the solution will not dry during maintenance.
4. Allow the solution to stand on the surface for approximately 10-15 minutes after application.
5. Scrub the area with an auto-scrubber equipped with red, green, purple or microfibre pads in multiple directions.

6. During the scrubbing do not vacuum the solution immediately.
7. Once the area has been scrubbed thoroughly vacuum up the solution.

8. Rinse the area entirely with clean fresh water.

9. Repeat rinsing as required to remove all residues.
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